Stochastic analysis of a three unit standby system
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Abstract

This paper presents a stochastic analysis of a non-identical three-unit sys-
tem with one-unit as standby and the other two units online by a Graphical
Evaluation and Review Technique (GERT). In this model, it is assumed that
failure and repair rates are constant and further we assume that standby unit
functions with less efficiency. Various statistical characteristics like steady-state
availability, meantime to system failure (MTSF), busy and idle time of service
facility and reliability of the system have been obtained. Finally a cost analysis
is also derived.
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1 Introduction

Redundancy is used to increase the reliability and availability of a system. Further
standby systems play an important role in increasing the availability and reliability
of the system given by Dhillon etal. and Gaver. This paper presents a GERT to a
non-identical three unit systems with one unit being kept as standby. Initially two
units A and B start functioning and unit C is kept as standby. When unit A and
B fails, unit C starts functioning automatically, if available, and the failed unit is
sent for repair. A single repair facility is available. Once unit A or B is repaired, it
starts functioning replacing unit C as unit C functions with less efficiency. For the
functioning of the system two units should be operating. When two units fail, the
system is down and is replaced with a new system at rate p.

2 Assumptions and notations

1. The failure, repair and replacement times are constant.
2. When two units are inoperative, the system is down.
3. After repair, the units are as good as new.

Aay Mo (fta, tp)  constant failure repair rates for units A and B.
I constant replacement rate from states Sy, S5 and Sg to S.
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3 Description of the system

The GERT network of the above system is given in
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figure 1.
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Figure 1: Possible states of the system

The possible states of the system are as follows.

S1 : Both the units A and B are operating online with unit C' as standby

S3(S2) : Unit B (Unit A)has failed and units
Sy : Units A and C have failed.
Sy : Units A and B have failed
Se : Units B and C have failed

The state dependent of A's and p’s are given by

A(Unit B) and C are operating.

Node i 1 2 3

)\i )\a + )\b )\b + )\(: A(L + A(: - - -

i - Ho Hb

Now, by using these state dependent A; and p; it can be observed (see for example

Whitehouse) that the time taken to move from node

i to node j is distributed expo-

nentially with mean ﬁ Hence the probability of moving from node ¢ to node j is
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given by
Ai + 1
Hig
i + i
where \;; + (u;) is the failure(repair) rate from node i to node j. Therefore the
W-function from node ¢ to node j is given by

—1
S
Wi () = i (1 Y -th‘) '

4 Determination of MTSF

forjg>i
Pij =

forg <i

The mean time to system failure is defined as the time for the system to be completely
inoperative. This is obtained by forming the W-function from the initial node to the
terminal node 4, 5 or 6. By applying Mason’s rule to figure 1 we obtain
Wiz (5) [Was (s) + Was (s)] + Wis (s) [Was () + Wi (s)]

1-— W12 (S) ng (S) — W13 (8) W31 (8)

where the W- functions are given by

41)  W(s)=

Wiz (s) = )\a)_\:)\b <1)\aj—>\b>1

Wis(s) = AaibAb (1_ Aaim)l

Woi (s) = Ha+/;\:+)\c (1 Ma+>\b+)‘ )

Wau(s) = ua+i\\z+)\c (1 Ma+)\b+)\c)

Was (s) = ua+iZ+>‘c (1_ a+>\b+/\c)
Wsi(s) = )\a+/;z+)\c (1_>\ —i—ub-i-/\c)

Was (s) = )\a+22+)\c (1_)\ +Mb+)‘6>

Wae (s) = /\a+22+>‘0 (1 Aa —i—,ub+/\ ) and

Now the mean time to system failure is given by

T, — |:W/(§Z:|2) _ (,u/a+>\b+)\c) ()\a+ﬂb+)\c)+)\a (>\a+ﬂb+)\c)+)\b(,u/a+)\b+)\c)
' W() s= /\a(/\b+/\c)/\a()‘a+,Ub+/\c)+/\b(/\a+/\c)(/f‘a+/\b+)‘c) .
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5 Idle-time and busy-time of service facility

Idle-time: When the system is in state S; the service facility is idle. This is obtained
by taking, the moment generating function (m.g.f) of all paths not emanating from
state Sp to be unity in (4.1). Thus the necessary W- function is given by

—1
Aa Apt+Ae + Ap AatAe 1— s
Ao+ \ ftat+Ap+Ae Aa+Ap \ Aatpp+Ac Aa+Ap

1—

W (s) =

—1
Ap Ha 4 Ap Hb 1_ s
Ao+ pat+Ap+Ae AetAp Aa+pp+Ae Aa+Ap
Hence the idle-time 7% of the service facility is given by

W (s)] o
w (S) s=0 ()\a + )\b) X

(5.1) T, = [

where X is given by

>‘a (>\b + AC) (>‘a + Hb + /\c) + /\b (/\a + /\c) (.ua + >‘b + /\c)

5.2 X =
(5:2) (Aa =+ Xo) (a + Ao 4+ Ae) (A + o + Xe)

Further the busy-time of the service facility is given by

1 1 A Ab
(5:3) ~ + :
X >\a+>\b Ma+)\a+)\c >\a+ﬂb+)\c
Hence the operative utilization of the service facility is given by

)\a ()\a+ﬂb+ )\c)'i‘)\b(,ula‘f')\b"‘)\c)
Aa(/\a+Mb+)\c)+)\b(ua+)\b+)\0)+(Ma+)\b+)\c)()‘a+ﬂb+)\c).

(5.4) OU =

6 Total time of regeneration

This is the first moment of the moment generating function (m.g.f.) representing the
time from start to return to any node of the system. The mean recurrence time from
state S to state Sp is obtained from the W —function given by

w (S) =Wn (S) = Wia (S) W1 (S) + W13 (S) W31 (S) + Wia (8)
[(Way (s) Wiz (s) + Was (s) Wai (s)]
+Wi3 () [W3ss (8) Wa1 (8) + Wie (s) Wen (s)]

The time spent in state ¢ is obtained by equating to 1, the m.g.f. of all states not ema-

W/
nating from that state i. Therefore the total time of regeneration is T = {Wll Ez;]
11 5=0
and hence
1 Ao A
T = + + :
Aa+ X at+ M) (a+ X+ A) Ao+ X)) (Ma+ pp + Ac)
(6 1) + l Aa ()‘b + )\c) Ap ()‘a + >\c) :|
. foL(Aa + ) (a + A + Ac) (Ao + X)) (Mg + i + Ac) .
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Now the time spent in state S; is given by the W-function as

-1
Wis)=[(1- i . Hence T3, the time spent in state Sy is given by T7 =
Ao + N

1

Aa + Ab '
Similarly time spent in states Ss,S3,.54, S5 and Sg are given by
T = Aa
L e N) (e N A
Ty, = aL
ST ()‘a + )‘b) ()‘a + py + >\c)
AaAe 1
Ty = —
()‘a + )‘b) (/u'a + )\b + >\C) M
A 1 1 1
T5 = b + —
Aa+X) LHa+X+ Ao Aot o+ Ac] p
ApAe 1 1
Ts = b

a +2) a6+ Ae) 1

Hence we obtain the steady-state availability as %

(6.2)
M(()‘a + Hb + )\C) (Ma + )\b + )‘c) + )‘a (Aa + Hb + )\c) + )\b (Ma + )\b + /\C))
(1 ((Xa + o+ Ae) (fta + X+ A) + Xa (Aa + 115+ Ac) + Ao (1o + Ao + Ac))

Fha A+ Ae) Qa5+ Ae) + Ao Ao+ Ac) (o + Ao + Ac))

Now taking Aq = Ay = A, Ae = N, fha = pp = 1

) A+ N+
(63) we obtain MTSF = m
1
(6.4) Busy-time of the service facility = Tiv
!/ )\ )\/
(6.5) Idle-time of the service facility = %

with total time of regeneration as

1 1 1 A+ N
(6.6) — + + - .
XA+ N+ p \ NN+

pBX+ N+ )
pBAX+EN+ ) F2X A+ N)

and the reliability of the system is obtained by taking pu, = up = ' = 0.

(6.7) Here the availability is given by

1 (3N + )

(6.8) Hence reliability of the system = MEYSUFSINEFSY)
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7 Special case

In the absence of standby we have

A s -t
W (&)= 7375, ( Mo + Ab>

N

Figure 2: Possible states in the absence of standby

In this case the MTSF is given by W(s) = Wia(s) + Wis(s) with
MTSF = —Y and obviously MTSF — — for Ay = Ay — A and A - AT
= n viou = —for Ay = A\, = X an
P Y gy Of e T e A+ V)
1
ﬁ'

8 Cost analysis and total revenue

Let c,c1, and ¢’ be the cost of carrying the standby, the cost of repairing of units A
and B, and the cost of repair of unit C respectively. Now the W-function of the total
cost of regeneration is given by

w (9) = Wia (6‘) Wo1 (9) + Wis (9) W3 (9) + Wia (9) Woy (9) Wa1 (9)
(8.1) + Wiz (0) Was (0) W1 (0) + Wiz (0) Was (6)
W1 (8) + Was (0) Wag (60) Wer (6)



Stochastic analysis of a three unit standby system 159

where
1 cl
W12 (9) = W13 (9) = 56
1 0
9 = —_ — Cl
W21( ) W31(0) ’u/+/\+/\/ e
A/ (119

W24 (6) = W25 = (9) = W35 (9) = W36 (9) 7)\/ n \ n #6

and Way () = Wiy = (6) = Wy (0) e’

Substituting for the W-function in (8.1) we obtain

M/ c1 0 ()‘+)‘/) ctci4c’)o .
(0) = AN+ elerte)d 4 NN+ eletert)? with W (0) = 1.
Hence the total cost is given by
W’ (0) W A+ XN /
[W(Q)L—o = Tragvatdtioyereta)
A+ N
= C+Cl+m C/'

Further let c¢,¢’ and c¢; denote respectively the revenue when units A and B are
operating, when units A or B and C are operating and repair cost for A and B.
Hence the W-functions for the revenue are given by

Wiz (0) = Wi3 (0) = %ece Wss (0) = meclg
Way (0) = mecle Wse (0) = )\_’_:\//4_“/6019
Was (60) = mecle W31 (0) = mecle
Way (0) = Wﬁcle Wiy (0) = Wiy (0) = Wey (0) = .

Therefore the total revenue during the regeneration period is given by

W (0) = Wiz (6) War (0) + Wiz (0) Way (6)
Wiz (6) (Way (8) Was (6) + Was (8) W1 (6))
+Was (0) (Wss (6) Wa1 (0) + Wag (0) W1 (0)) -
Substituting for the W-functions, we have the revenue during total regeneration as

A+ N)

R:C+C1—m.
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